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More than 800.000 lifts worldwide
with GMV technology

ETC System
(Electronic Temperature Control)

Electronic system of manage-
ment for coming to the floor for 
new and existing lifts

> It reduces the energy consumption of the lift up to 
20% through the optimization of the floor approach speed 
curves (leveling), involving a reduction of the fly time, and 
hence of the motor insertion times.
In particular, ETC system works reducing the leveling 
spaces and keeping them constant during the changing 
of the temperature conditions; it follows that the lift 
travels for a longer time at full speed and thus travel times 
caused precisely by leveling phases (where the motor is 
inserted, but the lift operates at low speed dissipating heat) 
are reduced.

It also allows to eliminate the use of  valve and  oil heater  
resistors, thus allowing a further energy saving.

>

> At the same time, it ensures a disposal capacity of the traffic 
equivalent to a traditional hydraulic lift with an average speed 
of 0.8 m/s.

ETC system is also installable on existing lifts without any 
changes to the lift.

>

ETC system installation on existing systems is workable in 
about 2 hours.

>

Once installed, thanks to a temperature probe, it detects the 
temperature of the oil, automatically learns the travel and 
leveling times and, thanks to pre-set parameters, quickly 
provides to regulate itself in order to reduce the leveling spaces 
both in uphill and downhill travels.

>

It meets EN 81.20 standard as regards stop of car at floors 
and ± 10 mm lev-eling accuracy.

>

Installable on lifts equipped with 
valve type 3010


